PARTIALLY BURNED OR DAMAGED STRUCTURES APPLICATION

FIRE DEBRIS AND ASH REMOVAL APPLICATION AND ACKNOWLEDGEMENT FOR PARTIALLY BURNED OR DAMAGED STRUCTURES OF UNINCORPORATED AREAS AND THE PARTICIPATING CITIES OF AGOURA HILLS, CALABASAS, HIDDEN HILLS, MALIBU AND WESTLAKE VILLAGE

Who needs to complete this application? Property owners whose residential structure(s) and accessory structure(s) sustained partial damage as a result of the 2018 Los Angeles County Woolsey Fire are subject to Los Angeles County’s Woolsey Fire Debris Removal Ordinance. All related demolition work and fire debris removal work must be performed to protect the environment and public health. State disaster funding will not be available to reimburse this work.

What is a partially burned or damaged structure? For the purposes of this application, a partially burned or damaged structure means the following:

- a structure with minimal fire damage where portions of the structure have not been exposed to fire
- where vertical and horizontal structural elements (stud walls, beams, joist, rafters, trusses, etc.) remain intact
- and a demolition permit is required.

Where do I submit this form for approval? Please complete, sign, and return this application to your respective city and/or county representative stationed at the: (1) Debris Removal Operations Center: 26610 Agoura Road, Calabasas, CA 91302 and (2) County Building and Safety Field Office – Calabasas: 26600 Agoura Road, Suite 110 Calabasas, CA 91302 , or via email to woolseyfire@dpw.lacounty.gov.

Contact the Los Angeles County Debris Removal Hotline at (626) 979-5370 for any questions regarding this application.

Property Owner Name: ___________________________________________________________

Property Address: __________________________________________ City: ______________ Zip: ________

Assessor’s Parcel Number (APN): ______________________________________________

Phone(s): __________________________ Email: ________________________________

Mailing Address: __________________________ City: ______________ Zip: ________

For Official Use: SR ____________________
### Household Hazardous Waste

- Fire debris and ash may contain hazardous substances which can pose a threat to public health and the environment. Proper protection should be worn when handling, sorting, and transporting these materials (sturdy footwear, gloves, respiratory protection).

- Household hazardous wastes (batteries, propane tanks, paint, gasoline cans, cleaning products, pesticides, fluorescent light bulbs, etc.) should be identified, segregated, and disposed of at a household hazardous waste facility or recycling facility. For more information on household hazardous wastes, visit the CleanLA website at: [www.CleanLA.com](http://www.CleanLA.com).

### Asbestos Removal

___
Asbestos or asbestos-containing material (ACM) requires assessment by a Certified Asbestos Consultant.

Asbestos and asbestos-containing material must be removed by a Licensed Asbestos Abatement Contractor.

If bulk loading ACM, the bin or container used for transport shall be double-lined with 10-mil poly in such a way that once loaded both layers can be sealed up independently (“burrito-wrap” method).

**Debris Transport**

- All debris removal must be completed by properly licensed professionals.
- All loads should be covered with a tarp; this includes metal debris.
- Ash and debris loads should be wetted and “burrito-wrapped” (placed in a plastic liner and then fully encapsulated with a tarp) prior to being transported for disposal to a regional landfill.
- Contractors/haulers failing to adhere to this standard may have their debris load rejected at the disposal facility.

**Debris Disposal**

- Burn waste/ash must, at a minimum, be disposed of at a Class III disposal facility with a liner approved by the Regional Water Control Board to accept the waste, and
- Any characterization requirements of the disposal site must be met before transporting the materials to such site.
- The property owner should contact the disposal facility, transfer station, or composting operation prior to transport to avoid having the debris load rejected.

**Dust Control**

- Property owners or their contractors should look to provide water or an approved dust suppressant, or both, to prevent dust nuisance at each site.
- Dust resulting from performance of the work should be controlled at all times.
- Each area of ash and debris to be removed should be pre-watered 48 to 72 hours before removal. The water must be applied in a manner that does not generate runoff. Hoses with a fine spray nozzle are recommended.
- If concrete loads generate dust, then the loads must be wetted and covered.
- All waste material that is not unloaded at the end of each workday should be consolidated, sufficiently wetted, and/or covered to prevent the offsite migration of contaminants.
- All visibly dry disturbed soil surface areas of operation should be watered to minimize dust emissions during performance of work.
- Reduce driving speeds on unpaved roads to minimize dust.
- Procedures should be implemented to prevent or minimize dirt, soil, or ash contaminating roadways, neighboring parcels, or creating an airborne health hazard.

**Grading and Erosion Control**
- Refer to Guidelines established by the Los Angeles County Public Works’ Homeowner’s Guide for Flood, Debris and Erosion Control (www.dpw.lacounty.gov/landing/em/dr/).

**Watershed Protection**
- Refer to Guidelines established by the Los Angeles County Public Works’ Homeowner’s Guide for Flood, Debris and Erosion Control (www.dpw.lacounty.gov/landing/em/dr/).
Please read the statements below and acknowledge in the space provided with initials:

_____ I hereby certify that all fire related debris on my property will be identified, and properly removed and disposed of in conformance with generally accepted Best Management Practices (BMP’s) for fire debris removal.

_____ I have reviewed and understand the “Best Management Practices for Fire Debris and Ash Removal from Partially Burned / Damaged Structures” handout.

_____ I understand ash and debris may contain hazardous substances and can be a threat to public health and the environment.

_____ I understand the ash and debris shall be wetted down prior to removal and dust shall be controlled.

_____ I understand the ash and fire debris shall be completely encapsulated with a tarp ("burrito wrap" method) prior to being transported for disposal to a regional landfill.

_____ I certify that any asbestos or asbestos containing material found on my property will be assessed by a Certified Asbestos Consultant and removed by a licensed Asbestos Abatement Contractor.

_____ I certify all remaining hazardous waste and household hazardous waste (batteries, fluorescent bulbs, etc.) will be identified and disposed of at a household hazardous waste facility or recycling facility.

_____ I understand that additional permits may be required from other agencies, including but not limited to, other Los Angeles County departments.

_____ I agree to accept all responsibility for loss or damage to any person or entity, including Los Angeles County, and to defend and indemnify, hold harmless, and release County, its elected representatives, officers, agents, and employees, from and against any actions, claims, damages, demands, losses, liabilities, disabilities or expenses, defense costs (including reasonable attorney fees), of any kind or nature, that may be asserted by any person or entity with respect to the removal of debris and any hazardous material from the above mentioned real estate property.

<table>
<thead>
<tr>
<th>Property Owner Signature</th>
<th>Date:</th>
</tr>
</thead>
<tbody>
<tr>
<td>Authorized Agent Signature</td>
<td>Date:</td>
</tr>
<tr>
<td>County Acknowledgement</td>
<td>Date:</td>
</tr>
</tbody>
</table>